
HOWTO access Ethercat screen

$ w
 16:37:06 up 0 min,  1 user,  load average: 0.64, 0.18, 0.06
USER     TTY        LOGIN@   IDLE   JCPU   PCPU WHAT
laci     pts/2     16:37    4.00s  0.00s  0.00s w
$ screen -ls
There are screens on:
        7672.sioc-b084-tmp1     (Detached)
        7461.ethScanner.proc    (Detached)
2 Sockets in /tmp/uscreens/S-laci.

$ screen -r 7672.sioc-b084-tmp1
sioc-b084-tmp1>dbgrep *INPUT*VALUE
TEMP:BCM_EL3202_1:INPUT1:VALUE
TEMP:BCM_EL3202_1:INPUT2:VALUE
TEMP:BCM_EL3202_2:INPUT1:VALUE
TEMP:BCM_EL3202_2:INPUT2:VALUE
TEMP:BCM_EL3202_3:INPUT1:VALUE
TEMP:BCM_EL3202_3:INPUT2:VALUE
TEMP:BCM_EL3202_4:INPUT1:VALUE
TEMP:BCM_EL3202_4:INPUT2:VALUE
TEMP:BCM_EL3202_5:INPUT1:VALUE
TEMP:BCM_EL3202_5:INPUT2:VALUE
sioc-b084-tmp1>
<Ctrl-A>d
[detached from 7672.sioc-b084-tmp1]
$
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